
         

 

 

 

MAGNUM TX10 Assembly Manual  
(Single and Dual Systems) 

 



tŀǊǘǎ ƭƛǎǘΥ 
Front Chassis Section with attached Front Cover - 1 

 

Rear Chassis Section - 1 

 

Mid-Chassis ς 2 

 

Divider ς 1 (Single System) or 2 (Dual System) 

 

Top Chassis Section - 1 

 

Bottom Chassis Section - 1  

 

Motherboard tray ς 1 (Single System) or 2 (Dual System) 

 

Cooling Chamber Covers ς 4 

 

 

 



Doors ς 2 

 

Top Cover ς 1

 

 

 

 

 

 

 

Switch Assembly ς 1 

 

Flex-Bay (5.25 bay) HDD Cage - 1 (Single System) or 2 

(Dual System) 

 

Flex-Bay Separator Plates - 4 

 

 
 
 
 

 
 
 
 



¢·мл !ǎǎŜƳōƭȅ YƛǘΥ 
Motherboard Tray Handel - 1 (Single System) or 2 (Dual 

System) 

 

HDD Screw Mounting Kit - 1 (Single System) or 2 (Dual 

System) 

 

Spare Parts Kit ς 1  

 

Cable Ties ς 10 

 

Tech Station Kit - 1 (Single System) or 2 (Dual System) 

 

Flex-Bay 5.25 Device Mounts ς Standard ς 4 sets

 

Countersink Screws ς 1 bag 

 

Retention Clip kit ς 1  

 

Door Hinge Kit ς 1  

 

Motherboard Stand-offs - 1 (Single System) or 2 (Dual 

System) 

 

HD Casters ς 1  



Step 1.  

Locate the Divider(s) and one Mid-Chassis. This step will determine motherboard placement and orientation. Please 

follow the steps below based on how you would like the case to be configured.  

Left and Right Sides  

The TX10 has two different mounting locations for the divider which hold the motherboard in place, left and right 

(determined when looking at the front of the case). The dividers are universal for both the left and right side. 

 

The Mid-Chassis have two sets of mount holes down the middle of the parts. These holes are where the divider attaches 

too. Mid-Chassis are universal for top and bottom.  

 

 



Standard, Reverse and Dual Mounting 

There are three main configurations for the TX10; standard, reverse and dual. Standard requires mounting the divider to 

the left side as shown below (left). Reverse requires mounting the divider to the right side as shown below (right). 

Please note that the motherboard tray guides and bends on the divider face in towards the center of the Mid-Chassis 

(see image below) 

                           

 

Dual requires use of both mounting positions. Please note that if the case has been configured with both XL-ATX and 

HPTX dividers that it is determined now which side each divider will mount too.  

                             

Choose one of the 3 options above, and using the countersink screws, attach the Divider(s) to the Mid-Chassis as shown. 

Please note that countersink screws will be used throughout the assembly process the build the complete chassis. 



Step 2.  

Locate the second Mid-Chassis and attach as shown. Please note that the long bends down the sides of the Mid-Chassis 

face each other.  

                                

Step 3.  

[ƻŎŀǘŜ ǘƘŜ wŜŀǊ /Ƙŀǎǎƛǎ {ŜŎǘƛƻƴ ŀƴŘ ƴƻǘŜ ǘƘŜ ά¢έ ǿƘƛŎƘ Ǌepresents the top of the part. Mount the Rear Chassis Section 

to the Mid-Chassis/Divider assembly as shown. Be sure to maintain the proper orientation of the Rear Chassis to the 

Mid-Chassis/Divider assembly. As a reference, the Divider in the standard position (left side) is the Divider which is 

above the other Divider in the image below.   

                      



Step 4. 

Locate the ¢ƻǇ /Ƙŀǎǎƛǎ {ŜŎǘƛƻƴ ŀƴŘ ƴƻǘŜ ǘƘŜ άCέ ǿƘƛŎƘ ǊŜǇǊŜǎŜƴǘǎ ǘƘŜ ŦǊƻƴǘ ƻŦ ǘƘŜ ǇŀǊǘΦ aƻǳƴǘ ǘƘŜ ¢ƻǇ /Ƙŀǎǎƛǎ {ŜŎǘƛƻƴ 

ǘƻ ǘƘŜ ǘƻǇ ƻŦ ǘƘŜ wŜŀǊ /Ƙŀǎǎƛǎ {ŜŎǘƛƻƴ ǿƛǘƘ ǘƘŜ άCέ opposite of the rear.  

      

Step 5. 

Locate the Bottom Chassƛǎ {ŜŎǘƛƻƴ ŀƴŘ ƴƻǘŜ ǘƘŜ άCέ ǿƘƛŎƘ ǊŜǇǊŜǎŜƴǘǎ ǘƘŜ ŦǊƻƴǘ ƻŦ ǘƘŜ ǇŀǊǘΦ aƻǳƴǘ ǘƘŜ .ƻǘǘƻƳ /Ƙŀǎǎƛǎ 

{ŜŎǘƛƻƴ ǘƻ ǘƘŜ .ƻǘǘƻƳ ƻŦ ǘƘŜ wŜŀǊ /Ƙŀǎǎƛǎ {ŜŎǘƛƻƴ ǿƛǘƘ ǘƘŜ άCέ opposite of the rear. 

 


